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The powdery air entering the filter decants the heavier particles
directly in the hopper. The finer powder is attracted and deposited
on the external part of the cartridge.

The cartridges, detain the powder and allow clean air to pass
which it is recalled by the ventilator and expelled to the exterior.

The dust deposited on the material agglomerates and by means
of a collision effect generated by the jet of compressed air in counter-
current, arising from the cyclical action of the solenoid valves,
is deposited in the hopper and is collected in the dust container
placed below.

WARNING: for a correct functioning of the cleaning system the following require-
ments are necessary:

- the dusty air must not contain humidity (fog, oils, excessive vapours);

- the compressed must be dry;

- the dust remover must be built according to the parameters of good technology.

CARTUCCE FIC-

L’aria polverosa che entra nel fil-
tro decanta le particelle piu pesanti
direttamente nella tramoggia.

Le polveri piu fini vengono attratte
e si depositano sulla parte esterna

delle cartucce.

Le cartucce trattengono le polveri
e lasciano passare I'aria pulita che
viene richiamata dal ventilatore ed

espulsa all’'esterno.

Le polveri depositate sul tessuto
si agglomerano e con l'effetto d’'ur-
to, generato dal getto di aria com-
pressa in controcorrente, provo-
cato dalllazionamento ciclico delle
elettrovalvole, si depositano nella
tramoggia e vengono raccolte nel

contenitore polveri sottostante.

AVVERTENZE: per un corretto funzionamento del

sistema di pulizia occorre che:

- l'aria polverosa non contenga umidita (nebbie, oli,
vapori, eccessivi ecc.)

- 'aria compressa sia secca

- il depolveratore sia dimensionato secondo i pa-
rametri della buona tecnica.
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Filtering cartridges for

the dust collection technique,
with a flange in plastic material,
external diameters 145 mm.

Cartucce Filtranti per la tecnica
di depolverazione, con Flangia in materiale
jJastico, diametro esterno mm 145.

Costruzione:

Queste cartucce filtranti vengono prodotte in
serie con I'impiego di un nontessuto in poliestere
(PES) del tipo FE 2502. Sono disponibili nelle altez-
ze di 604, 1004 e 1204 mm.

Le cartucce non hanno alcuna parte in metallo e non
sono provviste di cestello di sostegno integrato.
| vantaggi principali sono:

B E possibile riutilizzare il cestello di sostegno
(come per i filtri a manica) quando si sostituisce la
cartuccia.

B Gli elementi filtranti usati, possono essere smal-
titi per incenerimento.

B Con limpiego dei cestelli di sostegno di nostra

produzione & possibile inserire un Venturi per
sistemi di pulitura pneumatica.

B |a flangia di tipo universale, in materiale plasti-
co, consente l'installazione della cartuccia dal lato
del gas filtrato e da quello del gas grezzo.

Caratteristiche:

B Grande superficie filtrante specifica con un
ridotto volume di costruzione.

B Elevato rendimento di separazione.

B Elevata resistenza meccanica anche in condi-
zioni di esercizio estremamente gravose.

B Adattabilita a particolari esigenze richieste
dalla pratica come ad esempio:

- esecuzione con materiale filtrante in fibre di pro-
pilene.

- trattamento antielettrostatico del materiale fil-
trante, reso conduttivo ai fini della separazione di
polveri esplosive.

B Le cartucce filtranti, oltre che con i sistemi di
pulitura meccanici, si possono anche rigenerare
mediante lavaggio.

B Tutti i nostri prodotti sono adatti alla separazio-
ne di polveri nocive alla salute, in conformita a cer-
tificato ufficiale BIA secondo ZH 1/487, paragr. 2.

B Efficienza di filtrazione di particelle di 1 um>99%

Construction:

These filtering cartridges are mass pro-
duced using a polyester non-material
(PES) of the FE 2502 type. These are
available in the following sizes: 604,
1004 and 1204 mm high.

The cartridges do not have any part in
metal and are not provided with an
integrated supporting rack. The main
advantages are:

W It possible to re-utilise the suppor-
ting rack (just as for the sleeve filter)
when the cartridge is replaced.

W The filtering elements used can be
disposed of by means of incineration.

W Jt is possible to insert a Venturi for
pneumatic cleaning systems with the
supporting racks we produce.

B The universal type flange, made of
plastic material, allows for cartridge
installation bothe on the filtered gas
side ond on the crude gas side.

Characteristics:

B Specific large filtering surface with a
reduced construction volume.

W High separation performance.

B High mechanical resistance also
under extremely harsh performance
conditions.

W Adaptability to particular needs re-
quired by use, for example:

- execution with filtering materials in
propylene material;
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- anti-electrostatic treatment of the fil-
tering material, made conductive in
order to separate explosive power.

W All the filtering cartridges can also be
regenerated by washing as well as by
means of mechanical cleaning systems.
B All our products have been adapted
to the separation of harmful power, in
conformity with the official BIA certifica-
te according to ZH 1/487, par. 2.

W Particle filtering efficiency : 1 um>99%.






